
2. Control Valve

CAUTION: Make sure the valve power cord 
doesnt get caught between the threads

3. Parts Kit 

Grease port Orings using brush (not included) or 
your finger (Make sure to wear protective gloves)

Set of 
Washers

Bypass Tool

2 x Clips

Transformer
Drain Hose BarbDrain Line 

Gasket

Grease Packet

Set of  
Injectors

Brine line  
Plug (Not used 
in Softeners)

Bypass with 4 Red Clips

2 X 1” Elbow 
Adapters

Upper Basket/Strainer

Product Serial #
1. Tank with  
	 Media loaded

Spill Cap

D-Tube

D-Tube
Unscrew Spill Cap Attach 

Upper 
Basket

There are 7 Red clips. Please 
check to make sure you have 
all of them.

IMPORTANT:
PLEASE ENSURE THE ATTACHED
TUBE STIFFENER IS INSERTED
INTO THE BRINE LINE BEFORE
TIGHTENING
THE NUT.

89 Valve Carbon Filter  
Quick Set Up Manual

Step 1 – Inspection
Check to make sure you got everything supplied by factory and there is no visible or concealed damage. In case of missing items, please contact customer service immediately 
and have the Product Serial # handy. (Product Serial # can be found at the back of the control valve, see below)

The items you will expect are:
1.	 Tank with Carbon Media loaded 
2.	 Control Valve 
3.	 Parts Kit 

Step 2 – Installing Valve to the Tank
Select a Installation location and make sure there 
is access to 110V power outlet and drain line. Lube 
the bottom Valve Orings with the grease supplied, 
Attach the Upper Basket. Unscrew the spill cap. 
Carefully Slide the D-Tube inside the Valve and 
Screw the Valve inside the Tank such that the power 
cord doesnt get caught between the valve and the 
tank



MENU

SET

Flow Rate: 24.5 GPM
18-Apr-2015 10:35AM
Days Remain 03

Drain elbow Drain Line Clip

Remove the Drain Line Clip and pull the Drain Elbow.  
For 1 CF - Insert #3S (4.0 GPM Washer) 
For 1.5 CF - Insert #4S (5.0 GPM Washer)

Replace the drain washer 
inside the elbow

Brine Line Plug
Hose Barb

Gasket

= Regen. Mode = 
n Calendar 
n Meter Immediate 
n Meter Delay 
n Meter Override

= Regen. Cycles = 
n Backwash Duration 
n Rinse Duration

 = = Regen. Day = =
03 Days

Press¨ To Cancel 
Pressn To Confirm

 = = Dealer Information = =
Quality Water 

666  3 Ave 
Chicago IL 

Tel 12345678 
Press¨ To Cancel 

Pressn To Confirm

= Backwash Duration =  
10 Minutes

Press¨ To Cancel 
Pressn To Confirm

= Rinse Duration =  
10 Minutes

Press¨ To Cancel 
Pressn To Confirm

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

Standby Interface

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

= Advanced Menu = 
n Regen. Mode 
n Regen. Cycles 
n History Values 

= Main Menu = 
n Regen. Time Setting 
n Regen. Days Setting 
n Advanced Menu 

Date and Time 
Manual Regen. 

Dealer Information 
Main Menu 

= Main Menu = 
n Regen. Time Setting 
n Advanced Menu 

Date and Time 
Manual Regen. 

Dealer Information 
Main Menu

 = = Regen. Time = = 
12:00 AM

Press¨ To Cancel 
Pressn To Confirm

 = = Date and Time = = 
17 - Feb - 2016 12:25PM

Press¨ To Cancel 
Pressn To Confirm

= Advanced Menu = 
n Regen. Mode 
n Regen. Cycles 
n History Values 

= Main Menu =
n Regen. Time Setting 
n System Capacity 
n Salt Mode Setting 
n Advanced Menu

Date and Time
Hardness 

Manual Regen. 
Dealer Information 

Main Menu

Main Menu
Regen. Time Setting 
Regen. Day Setting 
Advanced Menu

= = Initial Setup interface = =
n Language 
n Region 
n Valve 
n Meter Ratio 
n Salt vs Efficiency Setting 
n Calculation

= = Initial Setup interface = =
n Language 
n Region 
n Valve 
n Meter Ratio 
n Salt vs Efficiency Setting 
n Calculation

= = Initial Setup interface = =
n Language 
n Region 
n Valve 
n Meter Ratio 
n Salt vs Efficiency Setting 
n Calculation

= = Initial Setup interface = =
n Language 
n Region 
n Valve 
n Meter Ratio 
n Salt vs Efficiency Setting 
n Calculation

= = Initial Setup interface = =
n Language 
n Region 
n Valve 
n Meter Ratio 
n Salt vs Efficiency Setting 
n Calculation

= = Initial Setup interface = =
n Language 
n Region 
n Valve 
n Meter Ratio 
n Salt vs Efficiency Setting 
n Calculation

= Language = 
n English

= Region = 
n U.S. Gallon

= Valve Setting = 
n Filter 
n DownFlow 
n UpFlow

= Salt Vs Efficiency =  
Don’t Touch

n E: 03.0 lbs Vs 5000 Grs 
n S: 06.0 lbs Vs 4150 Grs 
n H: 12.0 lbs Vs 2500 Grs

Meter Ratio 
1.364 

Press¨ To Cancel 
Pressn To Confirm

== Auto Calculation == 
ON  OFF 

Press¨ To Cancel 
Pressn To Confirm

 Setting Complete 
Press¨ T o Return

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

 Setting Complete 
Press¨ To Return

STANDBY INTERFACE

Step B - Advanced Menu Step C - Main Menu

Step D - User Setting

Press Menu key. Press —  to advance to Advanced Menu 
Press  +  or — to choose menu option. Press SET to enter 
Press  +  or — to change option. Press SET to accept

Press Menu key. Press —  to advance to Advanced Menu 
Press SET or until you hear a beep 
Press  +  or — to choose menu option. Press SET to enter 
Press  +  or — to change option. Press SET to accept

Press Menu key 
Press SET or until you hear a beep 
Press  +  or — to choose menu option. Press SET to enter 
Press  +  or — to change value. Press SET to accept 

Press Menu key. Press — to advance to Main Menu
Press SET or until you hear a beep.
Press — to advance to Advanced Menu
Press and hold SET 5 seconds or until you hear a beep.
Press + or — to choose menu option. Press SET to enter.
Press + or — to change option. Press SET to accept.

Step A - Region Setting
Press + and —. Hold until you hear a beep (8 seconds).
Press  +  or — to choose menu option. Press SETTINGS to enter. 
Press  +  or — to change option. Press SETTINGS to accept.

 

Step 6 –   Power and Configure the 
Valve to Filter Setting 

55230 2023-10-19

Step 3 –  Change Drain line Washer in the Valve
Step 4 –  Plug Brine Line of the Valve Step 5 –  Install Drain Line 

HoseBarb

Key Pad Configuration: 

MENU 	 This function is to enter the basic set up  
	 information required at the time of 		
	 installation. 

SET 	 This function is to accept the values if 		
	 changed and advance to the next page in 	
	 the menu 
 

+ / -	 These buttons are used to increase or 		
	 decrease the value of the settings while 	
	 in the programming mode 
 	

Follow the Instruction Manual to Complete  
the Installation of the Product

TOLL-FREE: 1-877-288-9888 
Regina, SK • Cambridge, ON • Whitestown, IN   
Phoenix, AZ • Houston, TX • Guadalajara, MX

www.hydrotechwater.com


